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TALEVARSLING - TILBEHØR

Brandtryk
Dette brandtryk er et unikt manuelt alarmtryk for talevarsling. 
Brandtrykket er lavet i polycarbonat, og udseendet syner af glas 
og efterligner også følelsen af knækket glas, men uden omkost-
ningerne og besværet med at udskifte glasset. 

Når den er aktiveret, falder et advarselsflag ned, så det er let at 
identificere det kaldepunkt, der er blevet udløst. Enheden nulstil-
les blot ved et drej af den medfølgende plastnøgle.

Brandtrykket giver en ideel løsning til de fleste konventionelle 
talevarslingssystemer. Den er ideel til industrier, der er følsomme 
over for knust glas samt områder, der lider under et stort antal 
falske aktiveringer såsom skoler, indkøbscentre og andre offentli-
ge steder.

Føles som at knække glas Advarselsflag falder ned, når 
alarmen bliver udløst

Plastnøgle medfølger

Montagediagram

Aktiveres nemt med plastnøgle

Overflade eller halvforsænket 
montering

Specifikationer

Vurdering 3 Amps 125-250V AC

Materiale Polycarbonat

Elektrisk kontaktmateriale Sølvbelagt messing

Ledningsstørrelse 0,5 - 2,5 mm

Fugtighed (ingen kondens)  (25°) 0-95%

Flush installations 
The ReSet call point is provided with a wall plate that is designed 
to fit directly onto a standard UK single 35mm deep flush box.

Secure the wall plate to the flush mount box with the screws 
provided. Carefully attach the ReSet call point to the top of 
the wall plate and hinge down to snap securely into place.  
(See Dia. A over).

Surface Installations (RS)  
 

The ReSet call point can be supplied complete with its own  
surface mounting back box, 20mm entry holes can be easily 
drilled. (See ill. ‘B’ below).    

With the screws provided, fix the back box to the wall and secure 
the wall plate to the back box.  Carefully attach the ReSet call 
point to the top of the wall plate and hinge down to snap securely 
into place. (See Dia. A over). For EN54-11 Fire ReSet Series 01 
ensure that the security screw is fitted.  (See Dia. C over).   
 

Mounting Method ReSet Series 01, 02 & 11

87 mm 23 mm 35 mm 87 mm

COVEROPERATING ELEMENT

87 mm

Technical Data for ReSet Call Point (RS) Series 01, 02 & 11

Dimensions

Specifications

Current Rating (All Series) 
 
Current Rating (Series 02 & 11)

3 Amps 12 - 24V DC

3 Amps 125 - 250V AC

Housing and Mounting Box Material Polycarbonate

Electrical Contact Material Silver plated brass

Operating Temperature -10°C to +55°C

Installation Terminal Conductor Size 0.5mm to 2.5mm

Humidity (no condensation) 
Specifications are typical and given at 25°C

0 to 95%
Relative humidity

Series 01  
Denotes a ReSet call point that will interface with most conventional 
fire alarm systems. It is fitted with two internal resistors 470 and 680 
ohm. These are easily accessed through the installer terminals as 
illustrated.

Series 02  
Denotes a ReSet call point that is fitted with a single pole changeover 
switch both the normally open and normally closed contacts are easily 
accessed through the installer terminals as illustrated.

Series 11  
Denotes a ReSet call point that incorporates two independent single 
pole changeover switches providing double pole changeover contacts.  
Easily accessed through installer terminals as illustrated.

NB: Switch arrangements shown with ReSet in standby. 

Need help? Call our Technical Support Team on Tel: 44 (0)1527 520999 
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Bagplade

Vægplade

Frontplade

Aktiveringsflade

Reset nøgle
1 medfølger

Skruer No. 8 x 1,5
2 medfølger

Skruer 3,5 x 35
2 medfølger

Overflademontering

Euro dåse
medfølger ikke

Vægplade

Frontplade

Aktiveringsflade

Reset nøgle
1 medfølger

Skruer 3,5 x 35
2 medfølger

Halvforsænket montering

Mål - Frontplade Mål - Bagplade

Montering af frontpladen
Af sikkerhedsmæssige årsager er fronten 
bevidst vanskeligt at fjerne fra bagboksen, når 
det er monteret. Sørg for, at Brandtrykket er 
installeret korrekt, inden det lukkes. 

Sæt forsigtigt fronten på toppen af bagpladen. 
Hæng ned (Som illustreret) for at klemme sik-
kert på plads og tryk fast i den nederste front, 
indtil du hører et klik.

Indsæt nøglen i bunden af 
brandtrykkets front. 

Med nøglen isat trækkes 
låget forsigtig i mod dig 
selv med hånden.

Afmontere fronten fra bagpladen

Brandtrykket kan 
leveres i andre  
farver til anden 
anvendelse.

Vi tager forbehold for ændrede produkter og trykfejl.


